Aero Design Ltd. 


Work Order Control Sheet 
Work Order#: 2017-15 Date Opened: 18 Jan 2017 Title: Assemblv 


Aircraft OEM: Eurocopter 
Aîrcraft Model: AS350 
Product Type: Cargo Basket 
Product Model: XL Ski 
Quantity: 1_ 


Work Order Contents 
Initial or N/A 
Component Completion 


Build Sheet Contents 


Drawing List 


Traveller 
Initial or N/A 


Install walkway on lid 


Install lid on basket body 
Re-tap mounting lug holes and Install mount lugs 


Install handie brackets 


Install handie 


Install lid prop 


Install data plate 


Print: J. Rekve 


Print: J. Clarke 
Work performed by: 
ICC / Dual Inspection preformed by: 
Work Order closed by: 
Print: J. Ciarke 
Approved Manufacturing Facility 73-04 


As Instructed 
Work Order/Build Sheets (Procédures Provided) 
JC 
Quantity Complété on This Work Order 
1 
Additional Work Sheets (Standard Practice) 
N/A 
Quantity Incomplète on ThIs Work Order 
N/A 
Drawings (See List Below) 
JC 
Further Processing Required Before Release 
N/A 


Parts Distribution Sheet 
JC 
Release to Stock as Components 
N/A 
Sub Component Tags 
N/A 


Compieted Certification 
JC 
Certification 
initiai or N/A 
Time Sheet (R&D) 
N/A 
Form One Compieted 
JC 


Notes 
N/A 
Serviceable (Green) Tag Compieted 
N/A 


In Process (Yellow) Tag Compieted 
N/A 


initiai or N/A 
Unserviceable (Red) Tag Compieted 
N/A 


Tasks initialled 
JC 
Parts Placed in Stores for Distribution 
N/A 
Dual Inspections Initialled 
JC 


Additional Documentation 
initiai or N/A 
Drawing # 
Rev# 
Description 
Initiai or N/A 
Documentation of a minor change 
N/A 


94010 
1 
Basket Assembly 
JC 
Non-Conformance Report Required 
N/A 
70405 
4 
Lid Walkway Mod. 
JC 
Service Difficulty Report Required 
N/A 
84240 
0 
Lid Brace Installation 
JC 


84255 
2 
Handie Installation 
JC 
Billing 
Initial or N/A 


94027 
1 
Placard 
JC 
Local (Aero Design) 
JC 
84261 
2 
Handie Assembly 
JC 
Research and Development 
N/A 
Third Party 
N/A 


Sign: 


Sign: 


Sign: 


Form 20. D 


SCA: ADOl 


SCA: AD02 


SCA: AD02 


Date: 


Date: 


Date: 


18-Jan-17 


18-Jan-17 


18-Jan-17 
Rev. Original 23 Sep 2014 


r. 


6o 
i 
ô 


Desii ption: 
m 


Aero Design Ltd. 
9888 A Malaspina Rd., Powell River, BC 
V8A 0G3, 604-483-AERO (2376) 


MS20001P4-9600 
Ail 
Model; Ail 
Hinge 
Bisco Industries 
N/A 
N/A 
PO# 16030 


F 


Quantity: 


PN: 


Aircraft: 


Description: 


Supplier: 


Color: 


WO#: 


I 
I 
Aero Design Ltd. 
' 
* 
9888 A Maiaspina Rd., Powell River, BC 
V8A 0G3, 604-483-AERO (2376) 


100 


CR3523-5-02 


Multiple 


Rivet 


Bisco 
N/A 
N/A 


Model: Multiple 


PO# 16005 


Bo»2167 
Santa Ana, CA 92707 ' 
.^••oauiSÏÏSiy 


_^^saci48 
— 


MBBM3012M4002 
'^''^S9307M-5-02 
CAN43078M5.2 
M7885/4-5-02 
ASNA0078E502 
" °°207005M5-02 


Lot Number 
8808M9g 


HoleSize 
__J60-.j[64 ^ 
Grip Range ' 


QTY. 
100 ! 


REV. 
DESCRIPTION OF CHANGE 
INITIAIS 
DATE 
0 
INITIAL ISSUE 


1 
UPDATE TITLE BLOCK; UPDATE ADDRESS AND LOGO; MAT'L THICKNESS CHAN6ED 
BX 
10/07/2014 


DRILL #30 (0.129) 
4 PLACES 


NOTES 


ENGRAVE 0.007 DEEP AS FOLLOWS: 
"QUICK RELEASE BASKEr - 0.125 HIGH 
"EUROCOPTER AS350 & AS355 SERIES" - 0.080 HIGH 
"S/N 94001-XX" - 0.080 HIGH 
"MAXIMUM PERMISSIBLE LOAD" - 0.125 HIGH 
"300 LBS/136 KG" - 0.200 HIGH 
"AERO DESIGN LTD." - 0.125 HIGH 
"POWELL RIVER. BC, CANADA" - 0.080 HIGH 
"www.aerodesign.ca" — 0.080 HIGH 


QUICK RELEASE BASKET o 
EUROCOPTER AS350 & AS355 SERIES 
S/N 94001-XX 
MAXIMUM PERMISSIBLE LOAD 
300 LBS/136 KG 


o 
AERO DESIGN LTD. 
pomj. RIVER. BC. CANADA 
www.a6rodeslgn.ca 


2.88 


3.25 


PLACARD 


94027-01 
01 
PLACARD 
6061-T6 ALUMINUM 
QQ-A-250/11 
0.050 SHEET 


PART NO. 
ITEM 
DESCRIPTION 
MATERIAL 
MATERIAL SPEC 
STOCK SIZE 


LIST OF MATERIALS 


APPROVALS 


DRAWN: 
R. RATHWELL 


CHECKED: 
E. BURGOIN 


DATE 


OCT 3. 2011 


UNLESS OTHERWISE SPECIFIED 
DIMENSIONS ARE IN INCHES. 
TOLERANCES ON: 
DECIMALS 
ANGLES 
X.XXX ±0.010 
±1/2' 
X.XX 
±0.03 
X.X 
±0.1 


AERO DESIGN LTD. 


98884 MALASPINA ROAD 
POWELL RIVER, BC, CANADA, V8A 0G3 
TEL: 604.483.2376 
wwv.aerodesi«n.ea 


EUROCOPTER AS350 & AS355 SERIES 
QUICK RELEASE CARGO BASKET 
PLACARD 


SCALE 1 : 1 


SHEET 1 OF 1 


DWG. SIZE 
A4 


DWG. NO. 
94027 


REV. 
1 


PLATE 


MIN R0.06 
TtP 


ORLL #30 (ai29) 
CENTRE RIVETS ON TUBES 
SPOT FACE «1.23 F REO. 


RUN BEAD CF CONUERCIAL 
RTV SlUCONC SEALANT 
ALGNG Aa TUBES 6EL0W 
TREAO PLATE BEFORE 
MSTAUARON 


«s MAMC cnrws «fcmwui m 
m1* mch s HKPiKTAtT Td AOto lisoi it. MS nuwG. » MT mkH boKor. my moi k cMcèwâih 
e0«& » 
(WUU10 M MY lUNo. MR usa R» MMurKiuwc ncvi ne nTiEN coeai cr mm ccsa im nr muxpmk ms utAwe f« 
«FIKNS. ne KOW MKIS n HU «Kl KSCN Lm XMUS nOK «C US. » 
ItSUSE. V MS tfUWC tt DC IFMMKM CWTMCS nCXCM 


RtV 
OESCRIPUCN OF CHANGE 
WmALS 
DATE 
AOD BCa MEDIUM ANO EUROC«TER AS350 BASKETS. CHANCE TUBES 
BJC 
UAR 1d/08 
2 
AOO CUROCOPTER ECI3S. MCOONNEa DOUGLAS UD600N. BCa 206B BASKETS 
BJC 
DEC 4/oe 
3 
AOO NEW AS350 ANO 206t/407 MOOELS 
BX 
KC 4/08 
4 
TITTX BLOCK LF«ATEO: MOOEL UST REMOVED: ADO ALT. RIVET; AOO NOTE 7 
BJC 
29/05/2014 


NOTES: 


T. THIS DRAWNG IS AN OPTTONAl CONFKSJRATICN AÛOINC A TREAO PLATE STEP TO THE UO. 
THIS CONnCURATION UAY BE APPUEO TO ANY OR Aa BAYS OF T>€ UD. REMAINOER OF 
LD ASSEMBLY IS TO BE FABRICATEO IN ACCORDANCE WTH THE APPUCABLE DRAWNGS. 


2. TUBES (ITEU 03) MUST BE HELDEO IN PLACE BEFOffi MESH IS HELOED ON BOTTOM. 


S. RENOVE Aa BURRS AM> BREAK SHARP EOCES. 


5. RHEN ASSEMBLY IS COMPLETE. RLL ALL VENT HOLES WTM ROSETTE WELD. 


@) 
BASKET LID ASSEMBLY 
SECTION A-A 


55 
«3213-4-02 
7040S-04 04 TREAO PLATE 
70405-03 03 TUBE 
BASKET UD ASSEMBLY 


ALTERNATE: HR3213-4-02 


4130 STEEL CONO. N 
MH.-T-6736 


BASIŒT UD ASSEMBLY - UOOIFIEO WTH STEP 


0.5 X 0035 WAg TUBE 


MATERIAL SPEC 


0.063 TTgAO PLATE 


UST OF MATERIALS 


bask: ccoe 
dash no. r« diameter 
REF. NAS 523 
N-MFD. HEAO HEAR SCC 
. 
F-NFP. HEAD FAR SMX 
C-COUNTERSUNK 
0-DUTi 
nOT-# OF SHCETS 
TO BE DINPlfO 


BASK CœCS: 
BJ-US2O470A0 
B8-US20426A0 
AIW>«3213 
ARU-CR3212 
+ 
-f- 


OASH NO FOR LEN6TH 


, NSTAUNEVRnn 
'J' REMOVE^ŒPLACE RIVET 


I ENSTMG RIVET 


XFF CXARKE 


E. BURGOIN 


21 SEPT 2006 


UNIESS OTHERVNSE SPEOFTED 
DIMENSIONS ARE IN INCHES. 
TOLERANCES ON: 
OEOUALS 
ANGLES 
Jtm ±0.010 
±1/2* 
X.XX 
±0.03 
XX 
±0.1 


AERO DESIGN LTD. 


CARGO BASKET 
UD STEP MODiRCATlON 


SHECT 1 OF 1 
Al 
70405 


1HS ORAWNG CONTAINS INFORUAHON ANO DATA «HCH IS PfiOPRIETARY TO AERO DESGN LTD. TMIS DRAWNG, OR ANY PORTION TTTEREOF, MAY NOT DE REPROOUCED, 
COPIED, OR DUPUCATED M ANY MANNER, NOR USED FOR MANUFACTURWG («THOUT THE WRITTEN CONSENT OF AERO DESIGN LTD. BY ACŒPTWG THIS DRAWNG FOR 
REFERENCE. THE REOPCNT AGREES TD HOU) AERO DESIGN LTD. HARMLESS FROM THE USE. OR MISUSE. OF THIS DRAVMNG OR THE INFORMATION CONTAINED THEREON. 


REV. 
DESCRIPTION OF CHANGE 


INITIAL ISSUE 


INITIALS 
DATE 


AN3-15A BOLT 
NAS1149F0363P WASHER (2) 
AN970-3 WASHER 
MS21044N3 MUT 


AN3-17A BOLT 
AN970-3 WASHER 
NAS1149F0363P WASHER 
MS21044N3 NUT 


® 


© 
Q 


NOTES 
@LID BRACE INSTALLATION 


THIS DRAWING APPUES TO ALL AERO DESIGN LTD. CARGO BASKET ASSEMBUES. 
UD PROP IS TO BE INSTALLED ON THE FORWARD END OF THE BASKET AS INSTALLED ON THE HEUCOPTER. 


2 
MS21044N3 
NUT 
3 
NAS1149F0363P 
WASHER 
2 
AN970-3 
WASHER 


1 
AN3-17A 
BOLT 


1 
AN3-15A 
BOLT 


1 
36280-01 
02 
UD BRACE ASSEMBLY 
84240-01 
01 
UD BRACE INSTALLATION 


01 
PART NO. 
ITEM 
DESCRIPTION 


QTY. 
LIST OF MATERIALS 


APPROVALS 


JEFF CLARKE 


JASON FIEKVE 


DATE 


21 MAY 2014 


21 MAY 2014 


UNLESS OTHERMSE SPCaFIED 
DIMENSIONS ARE IN INCHES. 
TOLERANCES ON: 
DEOIMALS 
ANGLES 
X.XXX ±0.010 
±1/2" 
X.XX 
±0.03 
X.X 
±0.1 


AERO DESIGN LTD. 


eSSBA lULASPINA ROAD 
POWKLL RIVER. BC. CANADA. VBA 003 
m; 
MI4.4SS.29ra 
«inrModaMn.e> 


HEUCOPTER CARGO BASKET 
ALL MODELS 
UD BRACE INSTALLATION 


NOT TO SCALE 


SHEET 1 OF 1 
A4 
84240 
0 


NOTES: 


1. THIS DRAWING IS AN ALTERNATE CONFIGURATION FOR THE HANDLE INSTALLATION SHOWN ON DRAWING 36255. 


2. GREASE BUSHING (ITEM 04) USING MOBILGREASE 28 OR EQUIVALENT PRIOR TO INSTALLATION. 


LH SPRING 
«îi inr RiicîHîMf: Otfu 
RM SPRING 
SUDE BUSHING (ITEM 04) 


ne HU«B COnAKS KOSUIK» MB DATA WICH S n«H!CTM!Y TO «□ » E{ij6l lIL 
IiIIawA ct AHY NMm WtH. UAV KOT k HHtHuHi. 
««M» UnCAIED M Attr lUWD). NW USED FCC V/INCFCaUnG «INOUT DC HanDI COISOn OF ffi» CCSN LIDl BY BCOIFIIK ne WAIII» FCC 


REV. 
DESCRIPTION OF CHANGE 
INITIALS 
DATE 
0 
INITIAL ISSUE - CREATED FROM 36255 
BJC 
NOV 03/09 


1 
HANDLE END BRACKETS aiPPED 
BX 
SEPT 19/11 
2 
Tni£ BLOCK UPDATED; ADD NOTE 2; HARDWARE UPDATED 
BJC 
MAR 13/14 


INSIDE SLEEVE. 
AN3-12A BaT 
NAS1149F0363P WASHER (2) 
MS21044N3 NUT 
TYPICAL 2 PLACES 
SEE NOTE 2 


UFT SPRING 
ARM OVER HOOK 


MESH (REF.) 


BUMPER 
(REF) 
•e 
AN3-11A BOLT 
NAS1149F0363P WASHER (2) 
MS21044N3 NUT 
TYPICAL 2 PLACES PER BRACKET 


MESH (REF.) 


HANDLE INSTALLATION 


APPROVALS 
MOBILGREASE 28 
MIL-PRF-81322F 
AERO DESIGN LTD 
AN3-11A 
JEFF CLARKE 
03 NOV 2009 
AN3-12A 
9688A MALASPINA ROAD 
POVELL RIVER, BC. CANADA. VBA 003 
m: «M.4aS.2378 
NAS1149F0363P 
E. BUR60IN 
MS21044N3 
84267-01 
BRACKET 
UNLESS OTHERWSE SPEaFlED 
DIMENSIONS ARE IN INCHES. 
TOLERANCES ON: 
DECIMALS 
ANGLES 
X.XXX ±0.010 
±1/2 
X.XX 
±0.03 
x.x 
±0.1 


BUSHING 
HELICOPTER CARGO BASKET 
HANDLE BAR INSTALLATION 
SPRING (1 LH. 1 RH) 
84261-01 
HANDLE BAR ASSEMBLY 
84255-01 
HANDLE INSTALLATION 
DWC. SZE 
DM». Na 
SCALE 1 
: 
1 
PART NO. 
DESCRPTION 
MATERIAL 


SHEET 
1 
OF 1 
LST OF MATERIALS 


CfiPCD. OR OUPUCAIED M AKY UMKR. NOR USO) FOR UMUFACIURMC IfTHOUT THE WTTEN CONSOO Cf tOO OESKN LD. Vt ACCZFIMG TWS DRAMO FCA 
REFERENCE. IHC REOPCNT ACMES TD HOID AENO CCSWN LUX HARMIESS FWM 1HC USE. OR MSUSC. OF IWS MA1M6 OR 1>C WFORUATKM CCNTAINED TNOOi 


REV. 
DESCRIPTION OF CHANGE 
INITIALS 
DATE 
0 
INIHAL ISSUE 


1 
HANDLE END BRACKETS FLIPPED 
BX 
SEPT 19/11 
2 
TITLE BLOCK UPDATED; LEVER ASSEMBLY ASSIGNED P/N 
6X 
MAR 13/14 


0.475 
TYP 


0.07 
TYP 


•U" 


GTA^ 


TYPICAL 


HANDLE BAR 


O 
O 


RIVET 20615 


DRILL 0 (0.316) 
AFTER WELDING 


BUSHING 


/^42\ 
/—( 65 LEVER 
A\£oiy 


LEVER ASSEMBLY 
LH SHOWN, RH OPP. 


GTAW 


TYPICAL 


SEE NOTE 1 


HANDLE BAR ASSEMBLY 


NOTES: 


1. LENGTH OF HANDLE TO BE DETERMINED BY BASKET ASSEMBLY DRAWING. 


2. REMOVE ALL BURRS AND SHARP EDGES. 


3. WELDING TO BE COMPLETED BY GTAW METHOD TO AMS2S85C USING ER308L ROD. 


02 


QTY 


MS20615-4M3 


PART NO. 


RIVET (MONEL) 


LEVER ASSEMBLY (RH/LH) 
HANDLE BAR ASSY 


UST OF MATERIALS 


APPROVALS 
DATE 
AERO DESIGN LTD. 
)) 
986eA MALASPINA ROAO 
POWELL RIVER, BC. CANADA. VBA 0G3 
^ 
m: 
604.48S.e87e 
«ww.acredMifn.ea 


R. RATHWELL 
XINE 16/09 


E. BURGOIN 


UNLESS OTHERMSE SPEaFIED 
DIMENSIONS ARE IN INCHES. 
TOLERANCES ON: 
DEOMALS 
ANGLES 
X.XXX ±0.010 
±1/2* 
X.XX 
±0.03 
X.X 
±0.1 


HELICOPTER CARGO BASKET 
HANDLE BAR ASSEMBLY 


SCALE 1 : 1 


SHEET 1 OF 1 


DMG. SŒ 
A3 


DW6. Na 
84261 


REV. 
2 


^ Work Order: 
l" IT 


r'" 
Date Qpened: IB 
^(7 


Matériel Tracking Sheet 
Eurocopter AS350 / AS355 
Extra Large Basket Assembly 


1 of2 


Ass'y Step 
Qty 


Détail 
Drawing 
Part Number 
Description 
Material 
POAA/0 


f 
94010-01 
Cargo Basket Assembly 


Step 1 
Lid Assembly 


. 1 
94012-01 
Basket Lid Assembly 


Step la. 
. .4 
49205-14 
Bumper 
Argus Industries Bumper 


. . AIR 
~ 
Sealant 
Commercial Silicone RTV sealant 


Step Ib. 
. . 1 
94027-01 
Placard 
0.063 Sheet, 6061-T6 Aluminum 
9ois-o^ 


. . 4 
CR3213-4-02 
Cherry Rivet 


Step 1 .c. 
. 1 
70405-01 
Lid Step Modification 


(option) 
. . 1 
70405-04 
Tread Plate 
3003 Aluminum Tread Plate, 0.063" 
iiocn 


. . A/R 
CR3213-4-02 
Cherry Rivet 
/ 


. . A/R 
— 
Sealant 
Commercial Siiicone RTV sealant 


Step 2 
Basket Assembly 


Step 2.a. 
. 1 
94011-01 
Basket Body Assembly 
Toi G' 


. . 4 
96710-01 
Fitting 
Alternate; Ancra 40088-14 


. . 8 
AN 960-616 
Washer 


Step 3 
Hinge Installation 


. 1 
MS20001P4 
Piano Flinge 
95" 
(LûSâ 


. 8 
CR3523-5-02 
Cherry Rivet 


.AIR 
CR3213-5-02 
Cherry Rivet 


Step 4 
. 1 
84255-01 
Handie Installation 


Step 4.8. 
. . 2 
84267-01 
Bracket 
Deirin, %" Sheet 


. . 4 
AN3-11A 
Boit 


. . 8 
NAS1149F0363P 
Washer 


. .4 
MS21044N3 
Nul 


[ 


Work Order: 


Date Opened: iS" JîA^ 


Material Tracking Sheet 
Eurocopter AS350 / AS355 
Extra Large Basket Assembly 


2of2 


Ass'y Step 
Qty 


Détail 
Drawing 
Part Number 
Description 
Material 
POA/VO 


Step 4.b. 
. . 1 
84261-01 
Handie Assembly 


. . 2 
36278-01 
Spring (1 left, 1 right) 
304 Stainless, 1/16" Dia Music Wire 


. . 2 
36275-01 
Bushing 
Brass, 5/16" Dia 


. . 2 
AN3-12A 
Boit 


. . 4 
NAS1149F0363P 
Washer 


. . 2 
MS21044N3 
Nut 


Step 5 
Lid Brace Installation 


. 1 
36280-01 
Brace Assembly 
g^iie ~ iLffT 


. 1 
AN3-15A 
Boit 


. 1 
AN3-17A 
Boit 


. 2 
AN970-3 
Washer 


. 3 
NAS1149F0363P 
Washer 


. 2 
MS21044N3 
Nut 


Step 6 
Inspection 
None 


Work Order: 


Date Opened: 
TA-^ <^['7 


Matériel Tracking Sheet 
Eurocopter AS350 / AS355 
Extra Large Basket Handie Assembly 


1 of 1 


Ass'y Step 
Qty 


Détail 
Drawing 
Part Number 
Description 
Matériel 
PO/WO 


1 
84261 
84261-01 
Handie Assembly 


Step 1 
Weld Lever Assembly 


. 2 
84265-01 
Lever 
304 Stainless, 0.105 Sheet 


. 2 
36274-01 
Bushing 
304 Stainless, 7/16" x 0.065 Rnd. Tube 


. 2 
MS20615-4M3 
Rivet 


.AIR 
Welding Rod 
ER308L TIG Rod 


Step 2 
Clean Up 
None 


Step 3 
Fabricate Handie Bar 


. 1 
36277-01 
Handie Bar 
316 Stainless, 1.0 x 0.065 Rnd. Tube 
iSàlz 


Step 4 
Weld Handie Assembly 
None - Fuse weld, no rod req. 


Step 5 
Clean Up 
None 


Step 6 
Inspection - Final Assembly 
None 


/S) 


Aero Design 


Parts Distribution Sheet 


Description: Basket Assembly Kit 
WO# 


From PO or WO # 
Quantity 
Description 
Part Number 
For WO # 
14068 
4 
Boit 
AN3-11A 
15031 
2 
Boit 
AN3-12A 
15031 
1 
Boit 
AN3-15A 


15031 
1 
Boit 
AN3-17A 
16005 
15 
Washer 
NAS1149F0363P 
15074 
8 
Washer 
NAS1149F0663P 
15031 
2 
Washer 
AN970-3 
15086 
8 
Nut 
MS21044N3 
2 
Bushing 
36275-01 
15071 
1 
Spring 
36278-01R 
15071 
1 
Spring 
36278-01L 
15075 
4 
Mount Lug 
96710-01 
15025 
4 
Bumper 
49205-14 


Approved Manufacturing Facility 73-04 
Form 20.F.06 
Rev. Original 27 May 2013 


CARGO BASKET HANDLE FABRICATION 


General 
These instructions apply to al! cargo basket handie assemblies. Refer to the following drawings, at the current revision, 


for dimensions and détails: 
AN Models: 84261, Rev. 1 


Work Order: 
Complété 


(initial or SCA #) 
Date Open: 
ItS" 
9^11 


1. Weld Lever Assembly - handie lever jig required 
P 
h ci\j 


a. Set MS20615-4M3 monel rivet into socket in jig 


b. Set 36274-01 bushing into socket in jig 


c. Set 84261-01 lever onto handie jig, with rivet and bushing protruding into lever. 
d. TIG weld around bushing using ER308L rod. 
e. Fuse weld rivet to lever. Additional ER308L rod may be used if required. 


f. 
Repeat steps a-f using hole/socket on opposite side of jig to make opposite lever assembly. 


g. Record material POs on attached material list. 


2. Clean up 


a. Clean lever assembly by média blasting with glass bead. 


b. Drill out lever bushing to G (0.316) on lathe: 
Grasp bushing in chuck, ensure rivet clears between the jaws. 


Run at 300 RPM. 
Apply a drop of Rapid-Tap to drill. 
c. De-burr. 
73-04 
m 
3. Fabricate Handie Assembly 


a. Temporarily install handie levers (from step 2) on lid assembly. Ensure long side of handie bushings are 
on INSIDE (pointing together). 


b. Measure across TOP side of levers. 


c. Cut handie tubing to length measured. 


i. Handies under 40" long: 1.0" x 0.035 round tube 


il. Handies over 40" long: 1.0" x 0.065 round tube 


d. De-burr tube. 


e. Insert tube into handie levers. Tap with a plastic mallet to seat tube flush with lever. Raise handie to 
ensure both levers touch stops to check alignment. 


f. 
Record material PO on attached material list. 


4. Weld Handie Assembly 
a. Fuse tube to lever on both ends. Ensure levers are parallel. 
AO 


5. Clean up 
J2L 


a. Clean welded area with scotch-brite. 


6. Final Inspection- 
To be completed by a différent person than the previous steps. 


a. Welds for complété and handie for fit. 


b. Tag complété and inspected parts in préparation for installation. 


PO 
73-04 
—0T~ 


Page 1 of 1 
30 November 2013 
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DETAIL A 


<w« K«* 


10 ICARGO BASKET ASSEMBLY - RH 


MO cnMxn «ucMir m. kiomco « 


BUMPER INSTALLATION 


► Q]JOÇ_KLEA«^^Aa^ -» 


300 LBS/136 KG 
i^ACRO OeSON LTOi. 


-f-'C *««l ««••«o 
+1" 


I 


%. tAlHCll 
M OCT 


IMCieiCW M n MOCi 


AERO DESIGN LTD. 


CUROCOPTER AS350 & AS355 SERIES 
QUICK RELEASE CARGO BASKET 
BASKET ASSEMBLY (EXTRA LARGE) 
——. |W M |W 4 
AO 
94010 


1. Approving Civil Aviation Authority/Country 


Transport Canada 


2. AUTHORIZED RELEASE CERTIFICATE 
FORM ONE 


3.Fonm Tracking No. 


2017-0039 


4. Organization Name and Address 
AERO Design Ltd. - 
9888A Malaspina Road, Powell River, BC, V8A 0G3 


5. Work Order/Contract/Invoice 
WO 
2017-15 


6. Item 


1. 


7. Description 


Cargo Basket 


8. Part Number 


94010-01 


9. Qty. 


1 


10. Serial/Batch No. 


94001-67 


11. Status/Work 


New 


12. Remarks 


Modified with walkway on lid lAW DCL704 


13a. Certifies ttiat the items identified above were manufactured in 
confonnity to: 
^ 
Approved design data and are in condition for safe opération. 


□ 
Non approved design data specified in block 12. 


^î4a^.~DCAR 571.10 Maintenance Release 


□ Other reguiafîtJn-speafied in blockjL2^-— 


Certifies that unless^tlierwtse's^ified inbîocR~t2^thewrk identified in 
block 1 land-desCfiBed in block 12, has been perforrnedTrrcofnpliance with 
JbB-GSnadian Aviation Régulations. 
_ 


ISb-Sionature 
M r/Z ^3-0,. 


13c. Approved Organization Number 


AMF 73-04 


~T4tr-Stgnat^ 
^ ^ "T^ÏCrApproy^ OrganizabgrjJiumtJSr' 


1^./{llame 
^ 
Jeff Clarke - AD02 


13e. Date (dd/mmm/yyyy) 
18 Jan 2017 
"~T4dr-NatTie 
~T4er-DatgJdd/mmm/yyyy) 
._--— 


Installer Responsiblllties 


This certificate does not constitute authority to install. 


Installera working in accordance with the national régulations of a country other than that specified in block 1 must ensure that their régulations recognize 
certifications from the country specified. 


Statements in blocks 13a or 14a do not constitute installation certification. In ail cases, the technical record for the aircrafl must contain an installation 
certification issued in accordance with the applicable national régulations before the aircrafl may be flown. 


"DCX-TA 
CO'fT^ ^S> 


'CARGO BASKET ASSEMBLY - COMMON 


General 


These instructions apply to ail cargo basket assembiies. Refer to the foiiowing drawings, at the current 


revision, for dimensions and détails: 


Bell 206L/407 - 
Right side only 
69810, Revision 3-Standard Low Mounted Basket 
94510, Revision 0- Extra-Wide Low Mounted Basket 


94610, Revision 0- Extra-Wide Low Mounted Ski Basket 
76610, Revision 0 - 
High Mounted Ski Basket 


Eurocopter AS350/AS355 - 
left or right 


77610, Revision 1-Short Basket 
76410, Revision 3 - Médium Basket (left or right) 
78410, Revision 2 - 
Long Basket 
94010, Revision 0- Extra Large (ski) Basket 


Robinson R44 - 
left or right 
90610, Revision 0-Standard Basket (left or right) 


Bell 206B - 
right side only 


80210, Revision 0-Short Basket 


80310, Revision 0 - Médium Basket 
81110, Revision 0 - 
Long Basket 


Bell 429 - 
right or left 
95911, Revision 0-Standard Basket l-:;;. 


Bell Médium - 
left or right 
wp 


75111, Revision 0 - 
Standard Basket 
95511, Revision 0- Extra Large (ski) Basketf 


MD600 


82811, Revision 0-Standard Basket 


V.V.S' 
■ W 


Options 
70405, Revision 3? - Lid Walkway 
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'CARGO BASKET ASSEMBLY - COMMON 


Work Order: ^d" 
1$^ 


Complété 


(initial or SCA #) 


Date Open: 
l8i -XAa/ 


1. Lid Assembly 


a. Install lid bumpers on bottom. 


i. 
Fill bumper holes with RTV silicone sealant. 


ii. Insert 49205-14 lid bumper, 3 or 4 places per lid. 


b. Install placard on bracket on top of lid. 


Locate placard on bracket. 


Drill #30 through placard and bracket, using holes in placard. 


III. Remove placard and de-burr holes in placard and on bracket, 


iv. Locate placard on bracket, and cleco in place. 


V. Rivet placard with four CR3213-4-02 CherryMax rivets. 


c. Option: Install walkway on top of lid (lid must be fitted with walkway provisions) 


i. Note: avoid touching surface of tread plate with bare hands to prevent smudges or 
marks on the top surface. 


ii. Pull tread plate from stock. Shear tread plate to length. 
De-burr edges of tread plate with scotch-brite dise on die-grinder. 


Locate tread plate on lid. Hold tread plate in place with bags of lead shot. 


Mark and drill #30 holes: 


1. 0.25" from edge of tread plate, centre on cross members (0.38") 
2. 0.25" from edge of tread plate, middie of each walkway stringer 
De-burr and counter-bore (if required to provide clearance of rivet head on checker 


pattern) ail holes in tread plate using 
piloted counter bore on both sides. 


vii. De-burr holes in lid tubes. 


viii. Apply bead of RTV silicone sealant along ail tubes under tread plate, 


ix. Set tread plate in place, secure with clecos if necessary. 


X. Rivet placard with CR3213-4-02 CherryMax rivets 


d. Record PO/WO of ail parts (including lid) used in steps above on attached material tracking list. 


III. 


iv. 


V. 


VI. 


2. Body Assembly 


a. Install attachment fittings 


i. Carefully remove excess powder coat from around attachment lug threads using a 


countersink. 
Run 3/8-24 tap into attachment lugs to clear threads. 
* 


II. 


iii. 


iv. 
Apply anti-seize compound to attachment fittings 96710-01 (alternate: Ancra 40088-14) 


Install attachment fittings with two NAS1149F0363P washers in four lugs in basket. 


1. 90610 (Robinson R44) basket only: 


a. Install 1 fitting 906?? in lower forward attachment lug only. 


b. Install 3 96710-01 fittings in remaining locations. 
Torque to ?? 
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'CARGO BASKET ASSEMBLY - COMMON 
Complété 


(initial or SCA #) 


b. 946 Basket Only: Install Cutout Brace - 
must be complétée! after hinge installation 


i. Locate 94621-01 Brace over aft cross tube cutout 


ii. Install two AN4-6A bolts and two AN4-30A bolts with NAS1149F0463P washers. 


iii. Torque AN4 bolts to ?? 


c. Record PO/WO of ail parts (including basket) used in steps above on attached material tracking 


list. 


3. 
Hinge Installation 


a. Préparé hinge. 


i. Cut hinge to length: 


1. 776,906-54" 


2. 


3. 


4. 


5. 


751, 803-70" 
698, 764, 945 - 
72" 
784-90" 


940, 946, 959 - 
95" 


Drill #30 pilot holes using hinge jig. For long hinges, flip at specified location on jig. 


b. Install 


i. 


II. 


hinge on basket 


Locate hinge on basket (standard baskets) 


1. centre fore/aft 


2. 0.15" - 
0.18" up from bottom edge 


Locate hinge on basket (extra wide baskets) 


1. centre fore/aft 


2. set hinge at 90 degrees (as if lid would be installed) using a small square, locate 


vertical side at 22.5" from outboard edge. 


Drill #30through holes in hinge into basket rim. Cleco in place with 1/8 (copper) clecos. 


Drill holes up to #21 through hinge and rim. Replace 1/8 clecos with 5/32 (black) clecos. 
Remove hinge and de-burr holes in hinge and basket rim. 
Cleco hinge to basket with 5/32 clecos. 


Install hinge with CherryMax rivets 


1. CR3523-5-02 monel rivets - 
last 2 rivets in each end 


2. CR3213-5-02 aluminum rivets - 
ail other locations 


c. Install lid on basket 


i. Locate lid on hinge (ail baskets) 


1. center fore/aft 


2. 0.15" - 
0.18" down from top edge 


ii. Drill #30 through holes in hinge into lid rim. Cleco in place with 1/8 clecos. 


iii. Drill holes up to #21 through hinge and rim. Replace 1/8 clecos with 5/32 clecos. 


iv. Remove hinge and de-burr holes in hinge and lid rim. 


V. Cleco lid to hinge with 5/32 clecos. 


vi. Install hinge with CherryMax rivets 


1. CR3523-5-02 monel rivets - 
last 2 rivets in each end 


2. CR3213-5-02 aluminum rivets - 
ail other locations 
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•CARGO BASKET ASSEMBLY - COMMON 
Complété 


(initial or SCA U) 
d. Record PO of hinge and rivets on attached material tracking list. 


4. Install Handie 


a. Install handie brackets. 


i. Set 84267-01 handie bracket on provisions in hoops, 2 places. 


ii. Install AN3-11A boit, NAS1149F0363P washer (2), MS21044N3 nut. Two places per 


bracket, two brackets per basket. 


iii. Torque AN3 bolts to ??. 


dL 


b. Install handie 


i. Trim 36278-OlR and 36278-OlL springs to ensure end of spring does not extend past 
edge of handie bracket, approximately 1/8". Set springs over bushing of 84261-01 


handie assembly. 


ii. Grease two 36275-01 bushings with ??. Insert into bushings of handie assembly. 


iii. Locate handie on basket lid. Insert AN3-12A boit with NAS1149F0363P through bracket 
on lid and handie bushing on one end of handie. 


iv. On other end of handie, hook spring over catch rivet on handie assembly and use spring 
tool to twist spring to catch arm on bracket on lid while inserting AN3-12A boit with 
NAS1149F0363P washer through lid bracket and handie bushing. 


V. At first end, remove boit and repeat step iv. 


vi. Install NAS1149F0363P washer and MS21044N3 nut on both AN3-12A bolts. 


vil. Torque AN3 bolts to ??. 


c. Check handie 


i. Operate handie to ensure handie does not bind and springs hold handie in. 


ii. Snap handie into brackets to ensure handie locks. 


d. Record PO/WO of ail parts used in steps above on attached material tracking list. 


5. Install lid brace 
1. 


a. Locate 36280-01 lid brace on bushing in basket. Ensure brace is on forward end of basket as it 


will be installed on the helicopter. 


b. On lid end, insert AN970-3 washer into end of lid brace. Insert AN3-15A boit with 
NAS1149F0363P washer through AN970-3 washer, lid prop, and lid bushing. Install 


NAS1149F0363P washer and MS21044N3 nut on boit. 
c. On basket end, insert AN3-17A boit with AN970-3 washer through lid prop and basket bushing. 


Install NAS1149F0363P washer and MS2144N3 nut on boit. 
d. Ensure brace is seated on lip of bushings before tightening nuts. 


e. Torque AN3 bolts to ?? 


f. Record PO/WO of ail parts used in steps above on attached material tracking list. 
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CARGO BASKET ASSEMBLY - COMMON 


6. 
Final Inspection 
Dual inspection by a différent person than assembled the basket, 


a. Check for général condition and correct assembly: 


Bolts are tight 
., 
Rivets are installed correctl^tT^d^ 


iii. Handie opérâtes correctiy 


iv. Lid brace opérâtes correctiy 
Check that PO/WO numbers have been recorded. 
b. 


Compléta 


(initial or SCA #) 
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